
FINAL GRADE

80 MIL GUNDWALL LINER (OR EQUAL)

2'
BENTONITE

VARIES
SEE PROFILE

SHT -100

POORLY GRADED
0.03 MIN. SAND

6"

5'
CLEAN WASHED

POORLY GRADED
0.03 SAND

8"

PRETRENCH 
DEPTH VARIES
SEE PROFILE

SHT C-100

1' ±

2'

LIMITS OF PRETRENCH
REMOVE DEBRIS AND
BACKFILL WITH ON SITE
TRENCH SOIL

CONTINUOUS 4" SCH 40
PVC 0.02 SLOTTED VENT PIPE

6 OZ NONWOVEN GEOTEXTILE
(WRAP PIPE)

GRADE DOWN TO TOP ELEVATION
OF BENTONITE PRIOR TO INSTALLING
TRENCH.  BACKFILL TO FINAL GRADE
AFTER TRENCH INSTALLATION COMPLETE.

BOTTOM OF PRETRENCH
SEE SHT C-100
FOR ELEVATIONS

12"

4" PVC RISER

4" PVC PLUG
4" PVC FEMALE 
ADAPTER

12"x12" BOLTDOWN
WELL BOX

FINAL GRADE

80 MIL GUNDWALL LINER (OR EQUAL)

CONCRETE CASING

2'
BENTONITE

BARRIER WALL TRENCH
SEE DETAIL

4" 0.02 SLOTTED SCH 40 PVC VENT PIPE

VARIES
SEE PROFILE

SHT -100

POORLY GRADED 0.03 MIN. SAND

6"

2'

6"

12"

4"x4"x2" PVC TEE

4" PVC RISER

4" PVC PLUG
4" PVC FEMALE 
ADAPTER

12"x12" BOLTDOWN
WELL BOX

FINAL GRADE

2" SCH 40
PVC GAS VENT
SEE BEDDING DETAIL

1
4" GALVANIZED VALVE,

STEEL NIPPLE
AND SAMPLE PORT

2"X2"X2" SCH 40 PVC TEE

12" TOP OF EXIST FENCE

15' ±

EXIST FENCE RAIL

2'

12"

12"

UCSF COMPOUND

2" PVC BALL VALVES

ACTIVATED
CARBON

ACTIVATED
CARBON HYDROSIL

1
4" GALVANIZED VALVE,

STEEL NIPPLE
AND SAMPLE PORT

1
4" GALVANIZED VALVE,

STEEL NIPPLE
AND SAMPLE PORT

1
4" GALVANIZED VALVE,

STEEL NIPPLE
AND SAMPLE PORT

2" FLEX HOSE
OR PVC TYP

WOODEN PALLET

1
4" GALVANIZED VALVE,

STEEL NIPPLE
AND SAMPLE PORT

CARBON NOT SHOWN
FOR CLARITY

80 MIL GUNDWALL LINER (OR EQUAL)

CONCRETE CASING

2'
BENTONITE

BARRIER WALL TRENCH
SEE DETAIL

4" 0.02 SLOTTED SCH 40 PVC VENT PIPE
12"

0.03 SAND

6"

2'

SCH. 40 PVC
90° BEND

2" PVC
BALL VALVES

VARIES
SEE PROFILE

SHT-100
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C-102

SCALE: 1" = 1'-0"

BARRIER TRENCH VENT DETAIL 1

2BARRIER TRENCH RISER
SCALE: 1" = 1'-0"

GRAVEL ROAD DETAIL
SCALE: 1/2" = 1'-0"

4 2" BEDDING DETAIL
SCALE: 1" = 1'-0"

5

LOOKING NORTHLOOKING WEST

3TYPICAL BARRIER WALL SECTION
SCALE: 1" = 1'-0"
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NOTE:
RISERS WITH VENTS TO BE INSTALLED AT
STATIONS 2+10, 5+00, 8+50 AND 13+00

STATIONS 4+00, 7+00, 10+00, 11+50
RISERS WITHOUT VENTS TO BE INSTALLED AT
NOTE:


